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1. The Survey is as supplied by the client, and has not been
checked for accuracy.

2. A number of technologies were used to obtain the information
shown on this drawing. Varying ground conditions can affect
the performance of these systems, therefore 100% detection
is not guaranteed.

3. Thin line types represent assumed utility positions.

4. Possible radar targets show the position of suspected underground
linear features, these features have produced an inconsistent
response to the radar.

5. Itis not always possible to differentiate between construction
features and pipes, it is therefore possible that some of the
features shown are not pipes or cables.

6. Every care has been taken to ensure the correct identification of
the utility types, however these should be _samﬂm:ami_v\
verified prior to use in any design/ building works.

7. All pipe diameters and levels are assumed to be correct, however
due to non entry to inspection chambers, these should be
verified before any works commence.

8. All utility depths are in metres

9. All pipe/duct sizes are in millimetres

10. Copyright of all data produced by GEOsurveys shall remain

with GEOsurveys unless otherwise agreed.
11. Information provided should not be altered or modified in any way.

It should not be used for any purpose other than for which it
was intended and should not be issued to other parties without
prior agreement of GEOsurveys.

12. GEOsurveys cannot accept any responsibility for any damage
to computer systems which may result from viruses which may

be contained in the data provided.

13. If the Autocad drawing is being read by any system other than
Autocad it should be checked against a hard copy. GEOsurveys
cannot accept liability for omissions.

14. Scale indicated is only applicable when plotted at sheet size

Preliminary data is unchecked and therefore maybe subject to change.
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The Survey has been computed about an arbitrary grid.

All levels are in metres and relate to station STNO1 situated at the
main gated entrance. value 50.000m.

Whilst every effort has been made to determine wall materials, no
guarantee is given. Materials should be regarded as assumed unless
verified by a qualified third party.

Visible features in the vicinity of any boundaries, as shown on this
survey, may not represent the extent of legally conveyed ownership.

All direction arrows indicate UP unless otherwise stated.

Drainage pipe sizes (where shown) have been gauged from the surface
(for safety reasons) and should be regarded as approximate only.

Clearance dimensions, levels and invert levels should be checked prior
to design and construction.

Kerb levels have been surveyed at the bottom of the channel.

Tree species (where shown) should be treated with caution and expert

identification is advised.
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Final Issue.

mw 16/05/2007| MBH Sub-surface radar and services data added.
A 3/05/2007| MBH | OS tile added and site entrance revised.
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